
         Stroke　：　X : 935+100mm 　Z : 900mm　 C:0.001°

　　　　Milling spindle taper hole　：　BBT50 (2-face restraint)
　　　　Milling spindle speed　：　25～2,500 rpm

　　　　 2APC Shuttle type (with setup station)
          X-axis scale feedback

　　　　Distance from holder mounting surface to table top surface　：　1,390mm

　　　　Max. turning diameter　：　φ1,600 mm

　　　　Max. turning height　：　1,250 mm 

Model: OMEGA-70M　　Mfg: 2003　

　　　　Max. swing　：　φ1,600 mm

　　　　Max. turning weight　：　4,000 kg

OM Brand　CNC Vertical Lathe

S/No. MN035943, MT1396A
Controller　：　FANUC 18i-TB

　　　　Table diameter　：　φ1,250 mm 

≪Specifications≫

　　　　Required floor space  ：　 7,740×7,500 mm　　

　　　　Machine weight　：　17,000 kg+APC Weight

≪Options≫

         Custom macro common variables　：　82

         Chip conveyor 

         Tape storage capacity　：　640m

　　　　φ1,250 mm Single-action 4-jaw chuck

         Coolant      Tank capacity 600L

　　　　Machine height　：　5,600 mm

　　　　High column 400mm
         Cutting edge automatic measurement compensation
         Automatic workpiece measurement compensation

　　　　　* 16 turning, 7 rotary tools, 1 dummy

　　　　Spindle speed　Low　：　2.0～96.1 min-1
　　　　　　　　　　　　　 High　：　4.2～400 min-1

         ATC　：　24

　　　　Spindle speed range　：　2(no step between steps)

         Polar Coordinates Storage
         Continuous threading






